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Item No. Torque per piece Opening Angle Weight (g)
HG-TIB10-2 8.6 lbs·in (10±20% kgf·cm) 360º 12

Item No. Torque per piece Opening Angle Weight (g)
HG-TI10-2 8.6 lbs·in (10±20% kgf·cm) 360º 6

No. Part Name Material Finish
➀ Case Polyacetal (POM) -
➁ Shaft 303 Stainless Steel
➂ Bracket 304 Stainless Steel Barrel Polished
➃ Push Nut -

No. Part Name Material
➀ Case Polyacetal (POM)
➁ Shaft 303 Stainless Steel
➂ Push Nut 304 Stainless Steel
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Includes a square-shaped bracket.

Cut Out Dimensions

•	�Insert-style torque hinge with 360° opening angle.
•	� Greaseless torque hinge eliminates any issues 

with leaking fluids. 
•	� Bracket allows for alternative mounting and 

can be embedded within your application for 
seamless integration.

•	� Insert-style torque hinge with 360° opening angle.
•	� Greaseless torque hinge eliminates any issues 

with leaking fluids. 
•	� Press-fit installation allows seamless integration 

of the hinge where aesthetics are valued.
•	�Square-shaped bracket version is also available 

(HG-TIB10-2).

TORQUE HINGE (BRACKET TYPE)

TORQUE HINGE (INSERT MOUNTING TYPE)

 HG-TIB10-2

 HG-TI10-2
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Depth 16.05

□10.72±0.02


