
32 
H

IN
G

ES
O

N
E 

W
AY

 D
AM

PE
R

 T
O

R
Q

U
E 

H
IN

G
E 

(A
D

JU
ST

AB
LE

)

www.sugatsune.com

•	�Torque hinge with damper. 
•	� The torque adjustment feature enables lids 

and doors to stop at any position during 
opening or closing.

•	�Torque is generated in one direction. Almost 
no reverse torque is generated, allowing for 
smooth operation. 

•	� Lid stop not required.

Gas springs open to the 
highest position only.

Common torque hinges may 
result in a slightly ajar lid.

Opening the lid beyond 90°
requires the installation

of a lid stop.

Opening the lid beyond 90°
requires the installation

of a lid stop.

Lid opens wide 
without falling 
backward.

Firmly closes.Can be stopped at 
any angle.

Facilitates easy closure and 
hands-free lid retention.

No separate catch required. Reduced labour and 
components.

Opens slowly after 90°.*Slow, safe closure with 
adjustable speed.

Soft
motion

Soft
motion

*From 80° with inside-mounted hinge.

Easy to open with one-way 
torque function.

Free
stop

No lid stop
required

This may hinder device 
functionality and adding 

a catch is a hassle.
Some workers may not 

be able to reach. Lid stop space 
required.

Damper Torque Hinge Solution!Damper Torque Hinge Solution!

Cover hides threads without compromising design.

Black White

Screw Covers

Lid Solutions

ONE WAY DAMPER TORQUE HINGE (ADJUSTABLE)  HG-TQJD
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Torque adjustment screw

Mounting Specification Mark
A:External Topside Mounting
B:Internal Mounting and Backplate

Tightening Max.

Default Criterion

10 (N·m)4
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The speed at closing can be adjusted to your preference by turning the torque adjustment screw.

Arm fixing plate must be removed during installation.
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Soft-Close Adjustment Guidelines For 2 damper torque hinges

Integrated Stopper Design Torque Adjustment Function Arm Fixing Plate
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Torque-free range

Soft motion range

100° 80°

Free stop range

100°

(40°)

Soft motion range

80°

Outside Back Mount Top Mount

Torque-free range

Soft motion range

110° 90°

Free stop range

110°

(40°)

Soft motion range

90°

HG-TQJD50-A with External Topside Mounting

Closing Range

Closing Range

Opening Range

Opening Range

HG-TQJD50-B with Internal Mounting and Backplate
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Mounting Possibilites

Item No. Color Torque Per Piece Opening Angle Weight (g)
HG-TQJD50-A-WT White 17.7 ~ 44.2 lbs·in (20.4 ~ 50.9 kgf·cm) 110º 490HG-TQJD50-A-BL Black

Item No. Color Torque Per Piece Opening Angle Weight (g)
HG-TQJD50-B-WT White 17.7 ~ 44.2 lbs·in (20.4 ~ 50.9 kgf·cm) 100º 490HG-TQJD50-B-BL Black

No. Part Name Material Finish
➀ Body Zinc Alloy Paint/ Black, White
➁ Undercover ABS Black, White
➂ Cross-Recessed Flat Head 

Screws M3x8 Steel Black Chromate (Trivalent)

No. Part Name Material Finish
➀ Body Zinc Alloy Paint/ Black, White
➁ Undercover ABS Black, White
➂ Cross-Recessed Flat Head 

Screws M3x8 Steel Black Chromate (Trivalent)


