
MOUNTING INSTRUCTIONS

1.	 Position the front edge of the drawer slide’s cabinet member to meet the rear of the front panel 
of the drawer when the drawer is in the closed position. Draw a line for the slide when it is level, 
then fully extend the slide to mark the screw location to both cabinet and drawer. Make sure that 
the position of the slide is at the front edge to meet the rear of the front panel of the drawer.

2.	 Attach the slide to the cabinet using the marks made for the screw holes on both sides of the 
cabinet.

3.	 Attach the slide to the drawer at the previously marked spots. If a retainer or rail covers a screw 
hole, slide rail until you see an access hole.
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ESR-2031 
STAINLESS STEEL DRAWER SLIDE THREE 
MEMBER FULL EXTENSION POSITIVE STOP

• �Full extension.
• �Positive stop.
• �Non-handed.
• �Requires #4 or M3 pan head screw.
• �Sold by each.

Item No. Slide Length Travel Length A B C D Load Rating (kg/pair) Weight (g/pair) Box (pcs)
ESR-2031-200 200 (   7-7/8"  ) 229 (  9-1/64" )

-

-
145 160

17 (37 lbs)

400 96
ESR-2031-250 250 ( 9-27/32") 269 (10-19/32") 195 210 500

48

ESR-2031-300 300 (11-13/16") 329 (12-61/64") 160 245 260 600
ESR-2031-350 350 (13-25/32") 369 (14-17/32") 210 295 310 700
ESR-2031-400 400 (  15-3/4"  ) 429 (16-57/64") 260 345 360 800
ESR-2031-450 450 (17-23/32") 469 (18-15/32") 205 310 395 410 16 (35 lbs) 900
ESR-2031-500 500 (19-11/16") 529 (20-53/64") 230 360 445 460 13 (28 lbs) 1000

No. Part Name Material Finish/Color
➀ Outer Rail

304 Stainless Steel
Plain

➁ Intermediate Member
➂ Inner Rail
➃ Retainer
➄ Balls -


