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Thank you for selecting our product. Before starting installation, please read this manual thoroughly to ensure correct 
installation. Please keep this manual at hand for future reference.

GS-GH5 Glass Pivot Hinge, 
GS-GB5 Glass Bracket Installation Manual

ABOUT THE PRODUCT
● Inset hinge for a glass showcase.
● Door can be mounted with assembled hinges. 
● Horizontal door position is adjustable when mounted.
● Vertical door position can be adjusted by adding 

a washer or a spacer.
● All hinges, brackets, and locks in the GS-series 

follow the same design pattern.

Hinge Glass door Hinge

Left opening Right opening

SPECIFICATIONS

Door size W600 x H900
Door weight Max. 8 kg 

Glass 
thickness

5 or 6 mm (Door)
8 mm (Top glass)

FOR YOUR SAFE WORK AND CORRECT INSTALLATION

ProhibitedWarning
Caution Required

Meaning of symbols

Apply door stoppers to protect the hinges and glass door, when closing .
Prepare a cabinet which can endure the weight of the door.
Use tempered glass.  It is recommended to use shatter-proof fi lm on the glass. For areas where the glass brackets grip, 
make sure to remove the shatter-proof fi lm before installing.

If not followed injury or damage may result.  Caution

When using GS-GB5
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（Right opening Shown. The left opening is a mirror image.）

Glass door Glass door

Hinge A

Hinge B
Hinge B

Hinge A
Bracket
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DOOR AND CABINET PROCESS DIMENSIONS

INSTALLATION DRAWING (EXAMPLE)
The images shown below are for a right opening door.  A left opening door is the mirror 
opposite except with hinge A and B reversed on the left side.

【1】 Wood Cabinet 【2】 Glass Cabinet

Apply a door stopper 
to protect the glass 
door from damage.

 

※ Vertical door position
can be adjusted by 
adding a washer or a 
spacer.

Wood top board and Wood 
bottom board

Glass top board (for GS-GB5) Glass door for glass top board

Glass door for wood  top board
Tempered glass door 
 for wood top board
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※1 φ8.6 - 9
deepness10

Glass door

Body Side
board
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Bracket Side board

※ 1 Use hardwood or reinforce this part with
 adhesive to prevent the insert nut from 
loosening.
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Plate

Gasket

Main body

Screw

Gasket

Tube
【1】 Hinge A

33.5

12
33.5

13.5

 

 

Replace for
5 mm glass.

Marking

1.5N･m

Click!

Plastic washer

Plain washer ①
Plain washer ②

Either ① or ②
Do not use both together.

Do not use plain washer ② 
for surface mount pivot

Plastic washer

Hex Key    2.5
(provided)　

Gasket
(for 5 mm glass)

Assembled gasket
(for 6 mm glass)

2.5

Gasket
Front body

Insert nut

Marking
Screw

1.5N･m

Back body

※3 
Surface mount pivot
(Sold separately)

Plastic 
washer ※2

Plain washer①
※2 (t=1.5)

Plain washer②
※2 (t=3.5)

Insert nut

Gasket
(for 5 mm glass)

※3

Spacer
(Sold separately)※2 Spacer

【2】 Hinge B

Surface mount pivot

※2 These parts should be assembled into bottom 
part.
Door bottom gap can be adjusted by choosing 
washer (① or ②),  or by adding the spacer.※3

Surface mount pivot
(Sold separately)

Under development

❶Knock in

Pivot with insert nut Surface mount pivot

❷Fix

Hinge GS-GH5（Right opening）

Bracket GS-GB5

INSTALLATION 

COMPONENT PARTS (PER BOX)
Hinge GS-GH05  The images shown below are for a right opening door.  

A left opening door is the mirror opposite except with hinge A and B 
reversed on the left side.

※ 3 Surface mount pivot
(Sold separately)

※ 3 These parts are under development.

Under development

Door installation 13 Door installation 24

Installing pivot1 2 Assembling hinge parts



433

Bracket GS-GB5INSTALLATION

SUGATSUNE KOGYO CO.,LTD　　
Tokyo, JAPAN
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For doors with a cam lock,
check the movement of the cam 
when adjusting the door position.

 Assembling bracket parts1   Door mount
  (See page3 ₃, to page4 ₅.)

2

Door adjustment (±2.5 mm)

G7777Clockwise

Anticlockwise

1.5N･m

Hinge GS-GH5

5
Clockwise

(See right fi gures.)

Anti- clockwise

Move to left
at front view.

Move to right 
at front view.

G7777

Cam

Do not turn the adjustment screw beyond 
adjustment range. 

 CAUTION

Do not use a motor screw driver.
 CAUTION


